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INSTRUCTIONS
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INSTALLATION INSTRUCTION

In order to improve the quality, we may change part of the structure and 
appearance of the product without an advance notice.

      Please read the instructions carefully before use, it will tell you the 
right operation method and installation steps . Incorrect operation may 
damage the product, or even hurt your child. Please keep this instruction 
ready and easy to find.

The illustrations in this instruction are used for easier understanding of the 
operation method of the product and the product structure. Please note there 
may be differences between the pictures and the physical item.

！

two riders
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37-96 months
58

Two riders are                                                      .  

Pay attention while driving the vehicle, avoid falls or collisions causing 
injury to the user or third parties.    
Please check the component parts before using, and make regularly 
examine the transformers or battery chargers for in the event of any 
damage on the cord, plug, enclosure and other parts, the vehicle shall 
not be used until the damage has been repaired, to avoid an accident.
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E(Remote control)

I(Wheel)

F(Wind deflector)

H(Wheel Cover)G(Rear window)

1

L(Rear view mirrow L)

1

1 1

B( Instruction Book)

D(Backrest)C(Seat)

1

A(Steering Wheel)

   Battery:

             or:

Specification

Name specification

Battery and fuse

Motor

Suitable age

Maxweight

Body size

Speed

Hours of use

Charger

Mainmaterial

Parts List

37-96 months

58KG

3-6KM/h

charging8-12hours，using1to2hours

Input：100V~240V

PP(polypropylene) and iron

Output: DC 12V700mA
        or: DC 12V1000mA

  *The above parameters contain optional features, specific parameters 
    please refer to our samples.

Motor:

Steering motor:12V

(Recoverable fuse: 7A/15A)

NO. PICTURENO. QTY PICTURE
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QTY

1290*860*635MM

(optional)

12V 7Ah(6-FM-7（Ah）)*1
12V 10Ah(6-FM-10（Ah）)*1

12V 

M(Side-window L)

1 111 12

R(Rear view mirrow R)



Installation Steps
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N(Side-window R) O(Padded screw)

2

P(M8 Spanner)

8

X(4*12 self-tapping
  screw)

*Photos are for reference ONLY.
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Step 1: Preparation work
1. Put the car upside down on a soft cloth or smooth plane firstly (Can't be 

directly placed on the surface of the cement, etc., which will scratch the 
surface of the plastic). then untie the strap, open the  (rear bracket), take 
out C (seat) and F (wind deflector), then stuck the  (rear bracket) back 
like beginning.  

2. Fix the rear bracket with 4pcs X (4*12 self-tapping screw) in the 
position as shown.
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Step 2: Install the drive motor
1. Loosen the screw and washer at two end of rear axle firstly.
2. Install up the rear wheel drive motor on rear axle.
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1. Loosen the screw and washer at two end of front axle firstly.
2. Install the I (wheel), washer, screw, H (wheel cover) on each front axle 
and rear axle in turn as shown (attention: the left and right reserved length 
of the rear axle should be consistent; all wheel's gear shaft should toward 
the car body; align and press the buckle of the wheel cap with the grooves 
of the wheel to fix it)  .

Step 3: Install the wheel
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Step 4: Install the 
           steering wheel

Connect [1], [2] terminal 
firstly, then place and 
tighten A (steering wheel) 
on [3] (steering yoke) as 
shown in figure. [1]

AA

[2]

[3]

Step 5: Install the 
              rear window  

Step 6: Install the 
              side-window

Align and press the M 
(side-window L) and N 
(side-window R) into the 
grooves of car body on the 
right place as shown in the 
figure

G

MN 

1. Align and press the 
buckle of the backside of G 
(rear window) with the 
grooves of car body in 
correct placement ( press 
hard till you hear it clack ), 
then align and press the 
buckle of the front of rear 
window with the grooves of 
car body in correct 
placement as shown in 
figure
2.Fix the G (rear window) 
with 2pcs X (4*12 self-
tapping screw) at both side 
as shown in figure

11

Step 9: Install the 
              backrest  

Put down the D (backrest) 
along the rear window, fix 
the  [1](buckle at the back 
of the backrest) into the 
corresponding [2] (slot on 
car body), fix the buckle at 
the bottom of the backrest 
into the corresponding 
groove of car body. 

Step 7: connect the 
              power 
Remove the plastic cover 
from the red terminal 
(attention: put it at the safe 
place where far from the 
children to prevent the risk 
of asphyxiation) , Find the 
positive electrode (the red 
port showed by arrow in 
figure), connect power port 
to the red terminal.

Step 8: Install the 
              seat 

1. Put the C (seat) onto 
the right place, fix the 
two hooks (at the back of 
the seat) into the 
corresponding groove on 
car body ( press hard till 
you hear it clack ) . 

2. Fix the C (seat) with 
2pcs X (4*12 self-tapping 
screw) as shown in figure

D

[1]

[2][2]
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Step 10: Install the 
rear view window
Fix the L (rear view window 
L) and R (rear view window 
R) with O (Padded screw) 
onto the each side of wind 
deflector as shown in 
figure.

Step 11: Install the 
wind deflector 

Place [1]  of F (wind 
deflector) onto the 
corresponding [2] groove 
of car body as shown in 
figure, press down 
smoothly.

O O

F

[1]

[2]

[1]

[2]

[1]

[2] LED Light

Low speed

Medium speedhigh speed
LED Light:



Operation manual: For the first time to use(Or Replace the
battery)Need to frequency bind
     Take out the remote control, install the battery
     Long press on the frequency key 2-4 seconds, Low speed LED lights 
     will flash
     Turn on the power of the car, Low speed LED lights will from flash to 
     long lighting, then frequency bind succeed
     If the frequency bind failed(Low speed LED lights flash), remove the 
     battery and repeat steps 1-3
     Remote control without operation after 10 seconds, indication light will 
     off into power saving mode
     Button Description:      forward     backward          turn left          turn
     right
S: Speed P:emergency brake, press it and the running
function will fall, press again, it release

3.Operation guide for Manual control (forward,  
backward ):
After the driver is seated, press the power switch, the car will send out a 
starting sound (2-5seconds). Put the Forward/Backward switch into the 
position of “forward” (Press forward), step on the foot switch the car will 
move forward , loosen the pedal the car will stop. Put the 
Forward/Backward switch into the position of “Backward”, step on the foot 
switch the car will move backward, loosen the pedal the car will stop.

5.The usage of the music switch and the horn button
Press the music switch to play different music. Press the horn button 
to  play trumpet sound.

high/low 
speed switch 
high/low 
speed switch 

Charging Jack

4.Instruction for MP3 multifunction player

door switch 
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1.Power switch: Turn on or turn off the power.
2.Light switch: I is turn on, O is turn off.
3.Music button: press the button to play music.
4.Horn button: press the button to play the horn. 
5.Forward/stop/backward switch: press the button for controlling the 

Vehicle to move forward, stop or backward. 
6.Mp3 multifunctional player

◀◀ ▶ /V+/V- ◀◀▎ ▎▎▎ MODE AUX

USB

TF

A B

C   D  E    F    G    H

A. Voltage display screen: The value on the display be used to determine 
whether the battery needs to be charged.

B. USB connector: connect with other removable device to play audio file valid in 
MP3 mode.

C. Last channel/volume down: short press to play the last channel, long press to 
lower the volume.

D. Pause/play button
E. Next channel/ volume up: short press to play the next channel, long press to 

increase the volume.
F. Mode switch button: Music mode and radio mode
G. AUX connector: connect with other removable device to play audio file valid in 

MP3 mode.
H. TF card slot: Plug TF card into the TF card slot, the car will read and play the 

audio file in TF card. (Remark: Please build four folders in the card before 
using TF card , and folder name should keep in same as the one in MP3 
multifunctional player, then it's workable to press the corresponding button to 
read and play the audio file) 1

2

6

◀◀ ▶ /V+/V- ◀◀▎ ▎▎▎ MODE AUX

USB

TF

Reverse43 5



7A/15A

7.Instructions of the recoverable fuse
When the current exceeds 
7/15amperes, the recoverable fuse 
will automatically cut off the power 
supply for 5-10seconds, then the 
current will be resupplied. (optional)

The hi/lo speed switch into the position of “low speed”, step on the foot 
switch the car will move forward slowly, loosen the pedal the car will 
stop. Put the hi/lo speed switch into the position of “high speed”, step on 
the foot switch the car will move forward fast, loosen the pedal the car 
will stop. 

6.The illustration of High/Low Speed
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8.Charging instructions.

When battery power is low,please charge it immediately. The charging port 
is under the seat. (Note: toys can not be operated in the charging state. 
Toys should be charged under adult supervision ) .

 Trouble elimination methods

The motor
does not 
rotate

1. Is the fuse overloaded? (under   
the seat)
2. The pedal switch connector is 
good?
3. The welding of motor electric 
terminal is good?
4. The connector of the motor wire 
is good？
5. Remove the motor's plug-in, 
change to connect battery directly, 
then check if it rotate or not.

1.Yes, the fuse cuts off the power 
automatically by 5-20 seconds, then 
restart; No, check next reason analysis
2.No, repair foot switch ; Yes, check next 
reason analysis
3. No, weld the terminal wire ; Yes, check 
next reason analysis
4.No, plug in the plug-in ; Yes, check next 
reason analysis
5.Still no rotation, change the motor; If 
rotates, it means driving circuit board 
needs professional maintenance, please 
contact with agent

Only move 
frontwards, 
or only move 
backwards

1. Check the frontward/backward 
switch, check the connector is 
good or not by multimeter
2. Check the drive line cycle of 
frontward/bckwards is workable or 
not?

1.No, change the frontward /backward 
switch;                                                                         
Yes, check next reason analysis
2.No, connect the line; Yes, it means 
driving circuit board needs professional 
maintenance, please contact with agent

slow speed

1. Check the battery voltage is ok 
or not.
2. Connect the motor (including 
the driving gearbox) to the 
battery, then check the speed can 
be accelerated or not.

1.No, charger the battery ; Yes it's ok, 
check next reason analysis
2. No, check next reason analysis ; Yes, it 
means driving circuit board needs 
professional maintenance, please 
contact with agent

The battery 
can not be 
recharged

1. The battery connector fall off or 
loosened.
2. The charger has a slight heat 
when it is charged

1. Yes, reconnect it, No, check next 
reason analysis
2.No, the charger is broken, replace it

When car is 
moving, the 
sound and 
light are 
useless

1. check the sound/light switch 
is ok or not.
2. check the electric wire 
connection (from battery to 
headstock) is good or not?

1.No, replace the switch; Yes, 
check next reason analysis
2. No, reconnect; Yes, check next 
reason analysis

When wheel 
running, the 
car does not 
move 

1. check the driving wheel can 
be rotated or not?  
2. Check the gearbox, if any 
gear is damaged?

1.Yes, lay the wheel to the ground; No, 
checks the next reason analysis
2.Yes, replace the gear box; No,  
checks the next reason analysis

Car is 
unstable, 
moving on 
and off

1. Does the driver exceed the 
maximum load 58kg?
2. Does the driver ride on the 
rugged road?
3. Check the wheel can rotate 
freely?

1.Yes, should follow the instruction, the 
car unsuitable for exceed maxweight; 
No, check the next reason analysis 
2.Yes, should follow the instruction, ride 
on the flat cement road ; No, check the 
next reason analysis No, 
Troubleshooting wheel and axle
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